
 

 



 

 



 

 

 

 

 

 



 

 

 

 



 

 

 Item 4 ports PoE Ethernet Switch  

 
Power 

Power Supply Power adapter 

Voltage range DC48V~57V 

Consumption Self consumption＜5W 

Ethernet 
Port Parameter 

 

Ethernet Port 

1～4 ports: 10/100BASE-TX 30W PoE out; Port 
6:10/100/1000BASE-T 60W PoE in; 

Port 5: 1000BASE-X SFP 

One key PoE Watchdog 
PoE watchdog(Detect POE device when it is frozen, reboot automatically); 

Transmission Medium Cat5e/6 network cable 

PoE out standard IEEE802.3af/at 

PoE out Power Supply End-span 

PoE Power output 
If PD power input, PoE output ≦50W; 

If Power adaptor DC input, PoE output:120W max. 

Port 6 PoE in 
Compatible with af(15W), at(30W), 60W(maxim and microsemi solution) 

 
 

Ethernet 
Exchange 

Specification 

 
Ethernet Standard 

IEEE802.3 10BASE-T; IEEE802.3u 100BASE-TX; IEEE802.3ab 
1000BASE-TX; 

IEEE802.3z 1000-SX/LX 

Switch Fabric 12Gbps 

Throughput 8.9Mpps 

Packet Buffer 1Mbit 

MAC Address 8K 

 

 

 
Indicator Status 

Power LED 1*red 

CCTV LED 
1*green, the green light on indicates PoE Watchdog Mode start 

Optical Port LED 1*green LED indicate network 

Uplink Ethernet Port LED Green and yellow LED on RJ 45 indicate network 

Downlink Ethernet Port LED 1~4 ports : green LED indicates network status, yellow LED indicates PoE status 

 
Protection 

Port Lighting Protection 6KV , Per: IEC61000-4-5 

ESD 6KV/ 8KV , Per: IEC61000-4-2 

 
Operation 

Environment 

Working Temperature -40℃~75℃ 

Storage Temperature -40℃~85℃ 

Humidity 

(Non-condensing) 

0~95% 

 

 
Mechanical 

Dimension(L×W×H) 163mm×110mm×44mm 

Material Metal 

Color Black 

Weight 540g 
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 Item 4 ports PoE Ethernet Switch  

 
Strom 

Power Supply Power adapter 

Voltage range DC48V~57V 

Consumption Self consumption＜5W 

Ethernet 
Port Parameter 

 

Ethernet Port 

1～4 ports: 10/100BASE-TX 30W PoE out; Port 
6:10/100/1000BASE-T 60W PoE in; 

Port 5: 1000BASE-X SFP 

One key PoE Watchdog 
PoE watchdog(Detect POE device when it is frozen, reboot automatically); 

Transmission Medium Cat5e/6 network cable 

PoE out standard IEEE802.3af/at 

PoE out Power Supply End-span 

PoE Power output 
If PD power input, PoE output ≦50W; 

If Power adaptor DC input, PoE output:120W max. 

Port 6 PoE in 
Compatible with af(15W), at(30W), 60W(maxim and microsemi solution) 

 
 

Ethernet-
Austauschspezifi

kation 

 
Ethernet Standard 

IEEE802.3 10BASE-T; IEEE802.3u 100BASE-TX; IEEE802.3ab 
1000BASE-TX; 

IEEE802.3z 1000-SX/LX 

Switch Fabric 12Gbps 

Throughput 8.9Mpps 

Packet Buffer 1Mbit 

MAC Address 8K 

 

 

 
Indikatorstatus 

Power LED 1*red 

CCTV LED 
1*green, the green light on indicates PoE Watchdog Mode start 

Optical Port LED 1*green LED indicate network 

Uplink Ethernet Port LED Green and yellow LED on RJ 45 indicate network 

Downlink Ethernet Port LED 1~4 ports : green LED indicates network status, yellow LED indicates PoE status 

 
Schutz 

Port Lighting Protection 6KV , Per: IEC61000-4-5 

ESD 6KV/ 8KV , Per: IEC61000-4-2 

 
Betriebs-

umgebung 

Working Temperature -40℃~75℃ 

Storage Temperature -40℃~85℃ 

Humidity 

(Non-condensing) 

0~95% 

 

 
Mechanisch 

Dimension(L×W×H) 163mm×110mm×44mm 

Material Metal 

Color Black 

Weight 540g 
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